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Agigawa Dam was constructed to develop water
_resources in the Kiso River System. Agigawa Dam
is a rock-fill multipurpose dam with a total storage

capacity of 48 million m? its purposes are flood
control , water supply (maximum 4.0m?® and
maintenance of river environment.

"O\)erView and History

feasibility study on the project and Water
Resources Development public Corporation
(WRDEC) took over the project in October 1976.
WRDEC completed the Agigawa Dam in March
1991 at a total cost of ¥10.8 billion and has been
operating and maintaining the dam since then.

In 1969, the Ministry of Construction started a
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B History of the operation

197 June 25 Kiso River was designated as the river system for water resources development.

Kiso river large dam
Kiso river 5\\°°
water service
(downstreal

Basic plan for Water resources Development Plan for Kiso River was totally modified.

Agigawa Dam Research Office was established.

Agigawa dam was designated as Special Measures for Water Source Area Law dam.
Project Execution Policy for Agigawa Dam was prescribed.

~ Nagara river
estuary dam

Initial impoundment finished.
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e and Statistics

Agigawa Dam was constructed at Agi River that confluents Kiso River at Ena City
and Agigawa Dam is located 110 km upstream from the river mouth of Kiso River.

Purpose

(1) Flood CONtrol:-««=««x sseeeermuermeaimmnninian

The function of flood control of Agigawa Dam is
to reduce design flood discharge of 850m?®/sec to
120m?/sec.

To protect Ena City and downstream area
around Kiso River from flood damage, during the
flood season, Agigawa Dam secures 16 million m®
storage capacity which is equivalent to the one-
third total storage capacity for flood control.

(2) Conservation of the river environment:««:+-+

Agigawa Dam supplies water to stabilize vested
intake in Kiso River and to maintain the river
environment.

(3) Supply of new water services:--«-coereeeees
By construction of Agigawa Dam, another
4.0m*/sec water is available to use in Tounou
Area in Gifu Prefecture (5 cities and 1 town) and
Aichi Canal Project benefited Area in Aichi
Prefecture as drinking and industrial water.

Water supplemented districts | Tap water service | Industrial water senice | Total

Tounou Area in Gifu Prefecture | Maximum 0.8 - 0.8 — 0.8

Aichi Canal Project benefited : :
Area in Aichi Prefecture | Maximum 1.102| Maximum 2.098| 3.2

Total 1.902 2.098 | 4.0

Unit: m%s

BFlood control concept graph
Design flood discharge 850m%/s

Statistics
Location Higashino, Ena City, Gifu Prefecture
Name of the river Agi River, Kiso River system
Type of dam ECRD (Earth Core Rock-fill Dam)

Total storage capacity 48,000,000m®
Effective storage capacity 44,000,000m?
Sediment storage capacity —— 4,000,000m?

Flood control capacity 16,000,000m?

Water utilization capacity —— 28,000,000m? (flood season)
44,000,000m? (non-flood season)

Dam height ——— 101.5m

Crest Length —— 363 m

Volume of the dam 4,900,000m?*

Elevation of the dam crest —— EL.417.5m

Catchment area 81.8km?

Reservoir area 1.58km?

Available Depth———— 49.0m

Surcharge water level EL.412.0m
Normal water level EL.412.0m
Flood season control level EL.400.5m
Lowest low water level EL.363.0m
Design flood discharge 850m*/s

Design maximum discharge — 120m?¥/s
Design flood discharge 2,000m?¥s

BWDam distribution graph(m®/s)
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W Stirage capacity allocation graph

normal water level EL.412.00m

Design effluent flow 120m%/s

] Flood control capacity 16,000,000m* | Water utilization capacity
Flood season control level EL.400.50m | (non flood season)

y 44,000,000m’
__________________ Water utilization capacity Unspecified Effective
(flood season) 22,000,000m’ storage capacity
28,000,000m° Water for domesticand | 44,000,000m*
TR — Water for unspecified use 6,000,000’ | industrial use 22,000,000m
0 6 12 hours Time - " -
Water for domestic and industrial | | owest low water level Total
use 22,000,000m* EL.363.00m storage capacity

Sand banking capacity 4,000,000m*

48,000,000m’




Structure
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M Standard cross-section diagram oo 45om
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H Dam top EL.417.500
Normal water level EL.412.000 ~
Upstream :jl.lmiled waler level during flood SMO. boD: T —— 400
A28 =
2
15.000 . Lowest water level EL.363.0 =~~_Rip-rap s
150008g [ EL353.000 N i Rock zone 350
EL.332.000 ¥ EL.343.000 o e Core zone
— S 20y 7. : | Filter zone
N D, coffer dam Filter zone |
Primary EL316.000
coffer dam |Impervious zone i
300
|—— Curtain grouting
Type Sliding type high-pressure radial gate Selected Intake tower Selective intake (reinforced concrete independent vertical type)
Width 5.0m x Height 5.0 1 gate intalke Type Liner multistage roller gate
ifi A . 3 facilit —
oé:;(e:e conm‘ﬁ,ipe Width 5.0m x Height 5.0m to 8.23m  Pipe length 9.27m . y Conduit pipe 3 pipes (1 pipe is for power generation)
di;’(\'}ﬁger; o Q=195.m"/s at Limited water level during Discharge 1, o Fixed cone type
capacity 110od season of EL.400.5m valve VIPER i ameter.0:600m 1 valve

Type High-pressure sliding gate
Emergency Width 1.25m x Height 1.60m 1 valve

] Overflow type radial gate
Radial TYP® idth 8.2m x Height 9.925m 2 gates

gate discharge

Wa‘ggggfcci{;/ﬂfge Maximum Q=1,060m"/s valve disvgzt;rge Q=48m?/s (high pressure + fixed cone)
capacity at lowest water utilization level of EL.363.0m
Tvbe Box garter type flap gate
Flap yP Width 18.0m x Height 3.3m 2 gates

gate

Waler discharg® \jaximum Q=746m’/s




M Longitudinal section
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B Geological section .
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B Spillway front view
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r ! =
| : Name Scale
‘ L 380 = & EL.380.000
o o ‘ = -
g T i Flap gate| 18.0m widthx 3.3m height 2 gates
} = = i Radial gate|8.2m width x 9.9m height 2 gates
| i Orifice gate| 5.0m width x 5.0m height 1 gate
| 1.500 15.000 11,200 12000 | | 11.200 15.000 1:500
i e [ 5 %
J 4.200 6.000 7.000 26.000 3200 EDesign flow of spillway

Design flood discharge | 850m’s

Design maximum flood release |  120m’/s

Design flood discharge of dam| 2,000m’/s
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Management system
e

The dam ivs; equipped with various facilities and equipment to fulfill its functions.

Control center

\ Dam gate
control system
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Warning
apparatus
[ ]
] @®Water discharge
warning station
Low water ' @Electronic display
management " panel
facilities 3 :

-

@Selected water
intake facility
' @Water discharge valve
" @Emergency water
discharge valve

Moo}'ing
\» Logboom ___ | facility
@




Communication
facilities
@ Multiplex
{ communication facility
\ @Mobile radio facility
\_ @Automatic telephone
. operation facility -

-

Power fécilities

| @Hydraulic power generation
facility for management
| @Sub station ]
\ @Emergency power facility
\@Uninterrupted power facility

S

Flood éontrol
facilities

\ @Orifice gate
| ®Radial gate
‘. @Flap gate

Moniforing
faci[ities

@Water discharge
alarm station
\. @Electronic display
*_ panel

\

e

!

Observation facilities

@Telemeter rainfall observation facility
@Telemeter water level observation facility
@Reservoir water gauge

@ Weather observation facility
@Radar rain gauge terminal device
@Dam body observation device
@Earthquake measuring device

@ Water quality measuring device

Patrol

| @Patrol boat
\ ®Workboat
' @®Warning vehicle

Water quality
conservation
facilities
@Secondary dam
@ Deep layer aeration facility
' @Surface layer aeration facility
‘@Bypass pipe line
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! Agigawa Dam has three purposes 1)

Ma n ag e m e nt a n d O pe ratl O n Flood control 2) Maintaining the river
: environment 3) Water supply.

‘i— e — To carry out these purposes, Agigawa

‘ Dam Operation and Maintenance Office

is doing three management works below.

Collection of weather information and hydrological data

Checking facilities and equipment =@ Report to
related

Warning discharge and patrolling downstream Crg@nizations

Flood control
Operation Start of discharge from the dam

Start of flood control
Completing flood contro| === Report to

related
Moving on to the low water management aiganizations

Low water
management

Collect flow data at the lower reference
point

Calculate the amount of water to be
supplied to the domestic water and to

« W\

conserve the river environment. Maintenance and inspection of facilities

Discharge water Data verification, arrangement, and report
Observation of the dam body behavior
Patrolling around the reservoir Facility
Environment maintenance maintenance

Maintenance and improvement construction
Conservation and examination of water quality
Management administration

Public relations work and so on




